
Simply Economical
   
Designed to provide a watertight seal be-
tween a concrete structure and a connecting 
pipe, the Tylox® 3SPW connector offers a sim-
ple, economical alternative to the traditional 
boot-style connector.

Engineered to meet ASTM C923 performance require-
ments - 13 psig watertight sealing in straight alignment 
and 10 psig watertight sealing at 7o axial deflection - 
Tylox® 3SPW connectors are suitable for use wherever 
an SDR35 PVC connecting pipe is required to join to 
a concrete structure. 
The Tylox® 3SPW connectors utilize a 3-step cored (or 
formed) hole in the structure. The dimensions of the 
cored hole are engineered to duplicate the bell dimen-
sions for the appropriate size of PVC pipe, and a water-
tight connection is accomplished simply by inserting 
the pipe spigot into the structure in the same manner 
as you would into the PVC pipe bell.

3SPW
Designed for use with 4” 
(100mm) through 24” 
(600mm) SDR35 PVC con-
necting pipes, the 3SPW 
connector provides a rugged 
connector for use on larger 
size pipes.

Tylox® 3SPW
Tylox® Push-Fit, Flexible Connectors
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the interior of the connector with an appropriate 
grade of Tylox™ pipe gasket lubricant. (For connec-
tors rated for “standard” usage, hydrocarbon-based lu-
bricants must not be used, as these have a detrimental 
effect on the connector material and its watertightness) 

7. Center the connecting PVC pipe end within the 
connector, then gently push the pipe home until 
the PVC pipe butts firmly up against the rear of 
the 3rd step. 

It is our recommendation that all connecting pipe 
stubs be restrained from movement during testing 
(vacuum or hydrostatic). Pipe stub restraints should 
remain in place until future tie-in of line is complet-
ed.
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Tylox® 3SPW connectors are manufactured by Hamilton Kent Inc. and/or Hamilton Kent LLC. They are distributed worldwide by Hamilton Kent Inc, except for the U.S.A. where they are distributed by Hamilton Kent LLC. 
Tylox® is a registered trademark of Hamilton Kent Inc.

Materials and Identification
Tylox® 3SPW connectors are manufactured from syn-
thetic rubber compounds to meet the material require-
ments of ASTM C923. 
These connectors are available for standard or oil-re-
sistant applications. Oil-resistant connectors will have 
an orange dot on the rubber molding or an orange line 
around the periphery of the gasket.
Other materials for other applications or specifications 
may be available as custom order. Please consult your 
Hamilton Kent representative regarding your specific 
requirement.

Pressure Rating
Tylox® 3SPW connectors are designed to provide wa-
tertight connections in excess of ASTM C923 require-
ments:
• 13 psig watertight sealing in straight alignment
• 10 psig watertight sealing at 7o axial deflection.

Installation
1. Ensure that hole in concrete structure is free from 

chips, cracks or other defects. 
2. Remove all lose dirt and debris from the hole and 

from the exterior and interior of the connector.
3. Apply Tylox® Adhesive to the 

surface of the 2nd step where 
the gasket will be located 
around the full periphery. Al-
low the adhesive to set (be-
come tacky), as per the manu-
facturer’s instructions.

4. Insert the connector into the 
hole on the 2nd step, ensur-
ing that the gasket is firmly 
seated against the rear of the 
step around the full periphery. 

5. Chamfer and deburr the connecting PVC pipe end.
6. Thoroughly lubricate the end of the PVC pipe and 


