
When you need some added assurance...

Kent Seal™ NSF Sealant is a flexible sealant mate-
rial ideally suited for fast, efficient sealing of joints 
in precast concrete where it may come in contact 
with potable water, such as:

• Cisterns
• Water containment structures
• Water processing tanks

All Butyls are not created equal!
Kent Seal™ NSF is a premium-grade butyl rubber 
compound specifically formulated for the follow-
ing physical properties:

• Excellent Adhesion - bonds well to most mate-
rial surfaces including concrete, metal, fiberglass, 
aluminum and plastic.
• Highly Compressible - provides superior seal-
ing characteristics to accommodate minor im-
perfections in the mating surfaces.
• No Priming - Generally no priming is necessary 
unless the surface is wet or below 40oF.
• Flexible - provides permanently flexible, water-
tight joints.
• Temperature Resistant - will not go brittle at 
low temperatures, or spongy at elevated tem-
peratures. 
• Aging Resistant - will not shrink, harden or oxi-
dize.

Toxicity Evaluation
Kent Seal™ NSF sealant has been tested in com-
pliance to the conditions specified in the Federal 
Hazardous Substance Act (16CFR 1500). Test results 
conclusively show that potable water sealant is 
classified as non-toxic by oral administration.
Kent Seal™ NSF has been certified by the NSF In-
ternational (NSF) to conform to the requirements 
of ANSI / NSF Standard 61 (Drinking Water Systems 

Components) Section 6. Joining and Sealing Mate-
rials.

Packaging
Kent Seal™ NSF is supplied in pre-formed coils with 
an easy-release backing paper. Each coil in the box 
is separated by an easy-release paper, and a stiff-
ener is placed between each layer for enhanced 
protection.

Temperature Ratings
Application	 20oF to 120oF	    (-7oC to 48oC)
Service	 -30oF to 200oF    (-34oC to 93oC)
Storage	 40oF to 100oF     (4oC to 38oC)
Shelf life	 5 years in unopened cartons when 
stored within temperature range shown above.

Limitations
Kent Seal™ NSF is not intended for use in expan-
sion joints or joints that are expected to move. It 
is also not recommended for use on flat joints or 
connections where there is no confined space for 
the sealant.

Kent Seal™ NSF
Potable Water Sealant

Making Infrastructure Watertight Today
for a Greener, Sustainable Tomorrow



Physical Properties
Physical Property ASTM Result
Specific Gravity @ 77oF ASTM D71 1.35-1.50

Ductility @ 77oF ASTM D113 15.0

Volatile Matter % (weight) ASTM D6 13%

Fire Point (C.O.C.) ASTM D92 450oF (232oC)

Flash Point (C.O.C.) ASTM D92 425oF (218oC)

Cone Penetration @ 77oF ASTM D217 50-120 dmm

Percent Solids N/A 99%

Material Color Green

Available Sizes & Packaging
Size*
(in)

Dimensions
(in)

Coil 
Length

Coils 
per Box

Coils per 
Skid

3/4 0.600 x 0.750 21’ 8 320

7/8 0.750 x 0.750 14’ 6” 8 320

1 0.950 x 0.825 14’ 6” 8 320

1 1/4 0.980 x 1.250 14’ 6” 5 200

1 3/8 0.880 x 1.750 14’6” 4 160

1 1/2 1.200x1.500 10’ 5 200

1 3/4 1.000x2.375 12’ 3 120

2 1.400x2.250 9’ 3 120

* Round Equivalent (RES)
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Kent Seal™ is distributed worldwide by Hamilton Kent Inc, except for the U.S.A. where they are distributed by Hamilton Kent LLC. Kent Seal™ is a trademark of Hamilton Kent Inc.

Installation
(Full installation instructions are 
included in each box of sealant)
All installation surfaces 
must be clean and dry. 
Apply a continuous bead 
of sealant around the pe-
riphery of the joint, press-
ing bead firmly into place  
and then removing back-
ing paper as you go. 
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